
Hose reel capacity

Universal hose stop

The universal hose stop is just mounted in all models 
with hose. The models without hose come, together 
with the hose stop, with some adaptors for hoses of 
different sizes.

Fluid - Pressure 270
ø (mm)

300
ø (mm)

350
ø (mm)

430
ø (mm)

Air, Water 70°C 20 bar 12-14-16 12-14-16 12-14-16 12-17-19
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Hose external diameter
Hose reel series

270 300 350 430
ø 12 mm length max. 16 m length max. 18 m length max. 22 m -
ø 14 mm length max. 14 m length max. 16 m length max. 20 m -
ø 15 mm length max. 12 m length max. 14 m length max. 18 m -
ø 16 mm length max. 10 m length max. 12 m length max. 18 m -
ø 17 mm - length max. 12 m length max. 17 m length max. 21 m
ø 19 mm - - - length max. 15 m

Hose reel outlet hose connection
Series Inlet Outlet
270 F 3/8” - F 1/2” F 3/8” - F 1/2” 
300 F 3/8” - F 1/2” F 3/8” - F 1/2” 
350 F 3/8” - F 1/2” F 3/8” - F 1/2” 

For hoses up to 1/2”

Series Inlet Outlet
430 F 1/2” F 1/2”
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