
DIAPHRAGM 
PUMPS IN aluminum and 

polypropylene
aluminum

P/N 0E32/95 *
1” stainless steel AISI 304 flange suitable to connect the 
pump with the plant. Thread F 1” G

P/N 0E32/96 *
1” polypropylene flange suitable to connect the pump 
with the plant. Thread F 1” G

P/N 0E32/97 *
1” aluminum flange suitable to connect the pump with 
the plant. Thread F 2” G

26

P/N 0E33574
Hose holder ø 1.3/4” (47,5 mm) with connection M 1.1/4” G

P/N 0E33575
Hose holder ø 1.3/4” (47,5 mm) with connection M 1.1/2” G

P/N 0E33576
Hose holder ø 1.3/4” (47,5 mm) with connection M 2” G

P/N 0E38080
Hose holder ø 1.1/4” (31,4 mm) with connection M 3/4” G

P/N 0E38081
Hose holder ø 1.1/4” (31,4 mm) with connection M 1” G

P/N 0E38082
Hose holder ø 1.1/4” (31,4 mm) with connection M 1.1/4” G 

P/N 0E38083
Hose holder ø 3/4” (22 mm) with connection 
M 1” G in AISI 304 stainless steel

* accessory only for flanged diaphragm pumps


