
LIST OF SCREW PLUGS SUPPLIABLE INDIVIDUALLY

P/N 0E11004
Adjustable universal bracket (P/N 0E11003) with series of pressure plugs 
0E11003/1/2/3/4/5/6/7/8/9

P/N 0E10802
Clutch bleeding connection tube, length 600 mm

P/N 0E11000/A Diameter (A) mm 25

P/N 0E11000/B Diameter (A) mm 21,5

P/N 0E11000/C Diameter (A) mm 26,5

P/N 0E11000/D Diameter (A) mm 43

P/N 0E11000/E Diameter (A) mm 48

P/N 0E11000/F Diameter (A) mm 52,5

P/N 0E11000/G   Diameter (A) mm 64

P/N 0E11000/H Diameter (A) mm 41,5

P/N 0E11000/I Diameter (A) mm 59

P/N 0E11000/K Diameter (A) mm 61,5

P/N 0E11000/L Diameter (A) mm 76,5

P/N 0E11000/M Diameter (A) mm 68,5

P/N 0E11000/P Diameter (A) mm 77

P/N 0E11000/R Diameter (A) mm 33,5

P/N 0E11000/T Diameter (A) mm 44

P/N 0E11000/U Diameter (A) mm 76

P/N 0E11000/X Diameter (A) mm 44,5

P/N 0E11000/Y Diameter (A) mm 34,5

P/N 0E11000/Z Diameter (A) mm 58,5

P/N 0E10801
Brake fluid collection containers, complete with transparent tube and 90° flexible attachment 
for connection to the bleeder valve

P/N 0E11003
Adjustable universal bracket for pressure plugs

LIST OF PRESSURE PLUGS SUPPLIABLE INDIVIDUALLY

P/N 0E11003/1 Diameter (A) mm 42,2 - 42,5

P/N 0E11003/2 Diameter (A) mm 42,8

P/N 0E11003/3 Diameter (A) mm 53,8 - 54

P/N 0E11003/4 Diameter (A) mm 56

P/N 0E11003/5 Diameter (A) mm 65,7

P/N 0E11003/6 Diameter (A) mm 74,2

P/N 0E11003/7   Diameter (A) mm 58,8

P/N 0E11003/8 Diameter (A) mm 33,7

P/N 0E11003/9 Diameter (A) mm 35,8

APPLICATION EXAMPLE OF UNIVERSAL PRESSURE PLUGS
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BRAKE BLEEDER - PRESSURE SPRAYERS
WASHING TANK - TYRE INFLATOR


