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BRAKE BLEEDER - PRESSURE SPRAYERS
WASHING TANK - TYRE INFLATOR

NON-TOXIC PRESSURE SPRAYERS

P/N OE22017

Portable pressure sprayer with 16-litre tank, equipped with:
> level gauge »P/N OE24805 spray gun »P/N OE24801 spray nozzle
»P/N OE24891 antisplash funnel

\ ‘%i\ . B No.1 packing m? 0,080 Gkg 9,8 ovesons "t P:255 H:950 1:225 mm
L “o P/N 0E22024
ll|| g Wheel-mounted pressure sprayer with 24-litre tank, equipped with:
| \ o »level gauge »P/N OE24805 spray gun »P/N OE24801 spray nozzle
'& e~ »P/N 0E24891 antisplash funnel
A ! @ No.1 packing m3 0,090 Sikg 13 owesons N[t P:280 H:920 1:330 mm
L \‘ P/N OE22017 O0E23024
w Tank capacity litres 16 24
Delivery hose length m 5 5
Max working pressure bar 10 8
Gun length m 0,65 0,65
Safety valve bar 10 8
STAINLESS STEEL NON-TOXIC PRESSURE SPRAYERS
(Z P/N OE23024
NG )
= (A Painted stainless steel wheel-mounted pressure sprayer with 24-litre tank, equipped with:
1 E . .'% -~ » level gauge »P/N OE24806 spray gun »P/N OE24801 spray nozzle
L7 i1 %J »P/N OE24891 antisplash funnel
o i'{{' E_-:-_o-q ) OVERALL P_ |H
: =t @No.] packing m3 0,090 % kg 12,8 DIMENSIONS L P:280 H:920 L:330 mm

P/N OE23025

Stainless steel wheel-mounted pressure sprayer with 24-litre electro-polished tank,

equipped with:» level gauge »P/N OE24806 spray gun »P/N OE24801 spray nozzle

»P/N OE24891 antisplash funnel

& No.1 packing m? 0,090 (Gkg 12,8 owesons " P:280 H:920 1:330 mm
P/N O0E23024 0E23025
Tank capacity litres 24 24
Delivery hose length m 5 5
Max working pressure bar 8 8
Gun length m 0,65 0,65
Safety valve bar 8 8

P/N OE24891

Funnel with antisplash rim to prevent the liquid from spilling out when filling the tank

P/N OE24804
Standard spray gun with NBR seals

P/N OE24805
Standard spray gun with EPDM seals

P/N OE24806
Stainless steel spray gun with EPDM seals

P/N OE24807

Stainless steel spray gun with NBR seals

P/N OE24801

Standard spray nozzle (equipped with filter) with delivery of approx 1 - 1,5 |/min - in brass

A\ The above items must not be used with flammable fluids. The fluid must be compatible with materials of the
pressure sprayer




